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Dimensions & Specs

Ordering Information

MAX. OPENING ANGLE: 100°. MIN. OPERATING TEMPERATURE: 15 DEGREES F. MAX. OPERATING TEMPERATURE: 122 DEGREES F. TYPE OF 
GATE MATERIAL: VINYL, WOOD, STEEL, CHAIN LINK. HINGE ARRANGEMENTS: IN-LINE OR OFFSET HINGES. PLEASE NOTE: TO RETAIN PRODUCT 
WARRANTY AND RESTRICT THE OPENING ANGLE OF THE GATE, A GATE STOP MUST BE INSTALLED IN CONJUNCTION WITH TB250/TB450/
TB650 GATE CLOSERS. LOCKEYUSA RECOMMENDS THE GS90 OR GS90LINX GATE STOP.

Compatible with
TBLINX, TBLINX 4 for chain link applications, sold separately.

TB250/TB450/TB650

Part Number Description Opening Pressure

TB250-(finish) Adjustable Hydraulic Gate Closer for gates 50 to 125 lbs., 30-52" wide 3-7 lbs.

TB450-(finish) Adjustable Hydraulic Gate Closer for gates 75 to 175 lbs., 40-64" wide 6-12 lbs.

TB650-(finish) Adjustable Hydraulic Gate Closer for gates 150 to 250 lbs., 44-72" wide 8-18 lbs.

ADJUSTABLE HYDRAULIC 
GATE CLOSER

Available Finishes
Black (B), White (W), Grey (G)

Visit lockeyusa.com/warranty for full warranty details, information, and limitations.

Features & Benefits 
• Adjustable Hydraulic controlled closing speed

• Installs on top, middle or bottom on either right 
or left hand gates

• Mounts on opening side of gate,  
pushes the gate closed

• Mounting brackets and fitting  
bar included

• Hinge Arrangements: In-line or offset

WEATHER  
RESISTANT


